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Come visit 
Restek

at these upcoming events:

JUNE 2011
19–23 | 36th International Symposium on High

Performance Liquid Phase Separations and Related

Techniques (HPLC 2011) • Budapest, Hungary

JULY 2011
17–20 | 48th Annual Florida Pesticide Residue Workshop

(FPRW) • St. Pete Beach, FL, USA 

AUGUST 2011
15–19 | National Environmental Monitoring Conference

(NEMC) • Bellevue, Washington, USA

21–25 | 31st International Symposium on Halogenated

Persistent Organic Pollutants – Dioxin 2011

Brussels, Belgium   
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Great Savings!
Buy Column Kits and Save. . . . . . . . . . . . . . 11

Buy One Inlet Seal 10-Pack, 
Get One 10-Pack Free . . . . . . . . . . . . . . . . . . 12

Expanded Line of Syringe Filters . . . . . . . . 2

Glass Labware . . . . . . . . . . . . . . . . . . . . . . . . . . 3

Ultra Biphenyl & 
Ultra PFP Propyl Columns. . . . . . . . . . . . . . . 4

Rt®-Alumina BOND/CFC Columns . . . . . . . 8

ProFLOW 6000 Electronic Flowmeter . . 13

Sky™ Inlet Liners. . . . . . . . . . . . . . . . . . . . . . . 14

Check out www.restek.com/events for a full calendar!

Learn 
more about our 

Rtx®-CLPesticides

column set on
page 11!

• Improved resolution

• Faster analyses

• Less downtime
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• Luer-Lok® inlet offers leak-tight syringe connection.
• Variety of filter types, porosities, and diameters.
• Color coded for easy identification.
• Rugged polypropylene housing.
• Autoclavable to 121 °C for 15 minutes.

Cellulose Acetate, Nylon, PES, PVDF—hydrophilic applications, PTFE—hydrophobic applications

Syringe filters are 
for laboratory use only.

FREE 
sample packs.

Just add “–248” to 
the catalog number.

SSiizzee PPoorroossiittyy CCoolloorr qqttyy.. ccaatt..##
CCeelllluulloossee  AAcceettaattee

4mm 0.22µm green 100-pk. 23972 NNEEWW!!
4mm 0.45µm blue 100-pk. 23973 NNEEWW!!
13mm 0.22µm green 100-pk. 26156
13mm 0.45µm blue 100-pk. 26155
25mm 0.22µm green 100-pk. 26158
25mm 0.45µm blue 100-pk. 26157
30mm 0.22µm green 100-pk. 23982 NNEEWW!!
30mm 0.45µm blue 100-pk. 23983 NNEEWW!!

NNyylloonn
4mm 0.22µm yellow 100-pk. 23970 NNEEWW!!
4mm 0.45µm pink 100-pk. 23971 NNEEWW!!
13mm 0.22µm yellow 100-pk. 26146
13mm 0.45µm pink 100-pk. 26147
25mm 0.22µm yellow 100-pk. 26148
25mm 0.45µm pink 100-pk. 26149
30mm 0.22µm yellow 100-pk. 23980 NNEEWW!!
30mm 0.45µm pink 100-pk. 23981 NNEEWW!!

PPEESS  ((ppoollyyeetthheerrssuullffoonnee))
4mm 0.22µm white 100-pk. 23978 NNEEWW!!
4mm 0.45µm blue 100-pk. 23979 NNEEWW!!
13mm 0.22µm white 100-pk. 23966 NNEEWW!!
13mm 0.45µm blue 100-pk. 23967 NNEEWW!!
25mm 0.22µm white 100-pk. 23968 NNEEWW!!
25mm 0.45µm blue 100-pk. 23969 NNEEWW!!
30mm 0.22µm white 100-pk. 23988 NNEEWW!!
30mm 0.45µm blue 100-pk. 23989 NNEEWW!!

PPTTFFEE  ((ppoollyytteettrraafflluuoorrooeetthhyylleennee))
4mm 0.22µm purple 100-pk. 23974 NNEEWW!!
4mm 0.45µm orange 100-pk. 23975 NNEEWW!!
13mm 0.22µm purple 100-pk. 26142
13mm 0.45µm orange 100-pk. 26143
25mm 0.22µm purple 100-pk. 26144
25mm 0.45µm orange 100-pk. 26145
30mm 0.22µm purple 100-pk. 23984 NNEEWW!!
30mm 0.45µm orange 100-pk. 23985 NNEEWW!!

PPVVDDFF  ((ppoollyyvviinnyyllddiifflluuoorriiddee))
4mm 0.22µm brown 100-pk. 23976 NNEEWW!!
4mm 0.45µm red 100-pk. 23977 NNEEWW!!
13mm 0.22µm brown 100-pk. 26150
13mm 0.45µm red 100-pk. 26151
25mm 0.22µm brown 100-pk. 26152
25mm 0.45µm red 100-pk. 26153
30mm 0.22µm brown 100-pk. 23986 NNEEWW!!
30mm 0.45µm red 100-pk. 23987 NNEEWW!!

NEW!
Expanded

Line!

More Choices. Same Great Savings!
Syringe Filters with Luer-Lok® Inlet

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA



• Kuderna-Danish Evaporator, Snyder
Columns and Concentrator Tubes 

• Soxhlet Extraction Apparatus 
• Erlenmeyer and Class A Volumetric Flasks 

• Auto-Zero and Squeeze-O-Matic Burets 
• Separatory Funnels 
• Repeating Pipettes 
• Impingers 
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Sample Preparation

For complete product listing for ASE® systems,
visit www.restek.com/ase

DDeessccrriippttiioonn qqttyy.. ccaatt..##
Q-sep Bottle Top Solvent
Dispenser, 2.5 mL - 30 mL ea. 23990

• Set output volume from 2.5 mL to 30 mL per stroke
(0.5 mL increments)—ideal for QuEChERS methods!

• Base features 30 mm threads and includes 
four adaptors.

• Safety discharge helps prevent accidental
dispensing.

• Easy to disassemble for cleaning and servicing.

• Individually calibrated per 
ISO 8655 (certificate included)
and can be recalibrated 
by user.

• Excellent chemical
compatibility and 
100% autoclavability.

• Meets or exceeds original equipment
manufacturer’s performance.

• Cell bodies are serialized for easy 
sample identification. 

• Polished inner surfaces make cleaning easier.

Extraction Cells
for ASE® Systems

NEW! High-Quality Glass 
Labware at an Inviting Price

Buy today at www.restek.com/glassware

Accurately & Precisely
Dispense Liquids for
QuEChERS Extractions

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA



• Expanded selectivity options now include:

- Ultra Biphenyl for aromatic and/or unsaturated compounds.

- Ultra PFP Propyl for basic analytes. 

• Excellent for mass spectrometry. 
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LC Columns

RESTEK       USLC™

Ultra Selective Liquid
Chromatography™

• Unique 4-column set offers the widest range

of reversed phase selectivity available:

—Aqueous C18 —IBD

—Biphenyl —PFP Propyl

• Efficient and effective method development.

• Fits any HPLC or UHPLC instrumentation.

Improve your separations—learn how at
www.restek.com/USLC

Two Unique USLC™ Phases Are
Now Available on Ultra-High Purity Silica!

View our complete offering at
www.restek.com/ultra 

NEW!

Ultra Biphenyl and 

Ultra PFP Propyl Columns

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA
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LC Accessories

Ternary Tee Mixer

Stainless steel construction.

HPLC Mixers
An efficient cross-flow shearing mechanism and
interchangeable cartridges produce vortex shear mixing
over a wide range of flows.
• Reduced baseline noise.
• Increased sensitivity.
• Improved gradient accuracy, for more reproducible results.
• Increased reaction efficiency in post-column derivatization.

Fluid resistor technology eliminates adjustments to capillary
tubing for optimizing split ratio. Wide range of interchangeable
resistors available.

Fixed Flow Splitters for HPLC & LC/MS

• Split ratio not affected by changes in viscosity or pressure.
• High operating pressure limit: 10,000 psi (68,948 kPa).
• Low dead volume—negligible effect on analyte bandwidth.
• Total flow: 0.1–5.0 mL/min.

Adjustable Flow Splitter

• Adjustable metering valve gives convenient control of split ratio.
• Split ratio not affected by changes in viscosity or pressure.
• High operating pressure limit: 5,000 psi (34,474 kPa).
• Low dead volume—negligible effect on analyte bandwidth.
• Total flow: 0.1–5.0 mL/min.

QuickSplit Post-Column
Flow Splitters

DDeessccrriippttiioonn SSpplliitt  RRaattiioo qqttyy.. ccaatt..##
Binary Fixed, Post Column 100:1 ea. 25326

50:1 ea. 25327
20:1 ea. 25328
10:1 ea. 25329
5:1 ea. 25330

Replacement Fixed Resistor Set, Post Column 100:1 ea. 25331
50:1 ea. 25332
20:1 ea. 25333
10:1 ea. 25334
5:1 ea. 25335

Adjustable, Post Column 5:1 to 100:1 ea. 25336
1:1 to 20:1 ea. 25337

50:1 to 1000:1 ea. 26416

Replacement Adjustable Resistor Set, 
Post Column

5:1 to 100:1 ea. 25338
1:1 to 20:1 ea. 25339

SSttaaiinnlleessss  SStteeeell PPEEEEKK
VVoolluummee qqttyy.. ccaatt..## qqttyy.. ccaatt..##

1µL ea. 26409 ea. 26410
25µL ea. 26411 ea. 26412
50µL ea. 25341 ea. 26413

150µL ea. 25342 ea. 26414
250µL ea. 25343 ea. 26415

DDeessccrriippttiioonn VVoolluummee qqttyy.. ccaatt..##
Ternary Tee Mixer 25µL ea. 25138

• Self-priming cartridge valve restricts flow to one direction.
• Prevents fluids from back-flowing into column after a pump failure.
• Low flow resistance and low internal volume for rapid closure.
• Operates independently of gravity.
• Protected from contamination by ¼" diameter 2 μm frit.
• Crush-proof construction.

DDeessccrriippttiioonn MMaaxx  PPrreessssuurree qqttyy.. ccaatt..##
Check Valve, Soft Seat, for HPLC, 1/16" Fittings, 1/4-
28, Stainless Steel, Includes Nuts and Ferrules 15,000psi ea. 26405
Check Valve with 1/8" Ball Cartridge, 48µL internal
volume 15,000psi ea. 26417
Check Valve Replacement 1/8" Ball Cartridge, 48µL
internal volume 15,000psi ea. 26418
UHP Check Valve with 1/8" Ball Cartridge, 48µL
internal volume 30,000psi ea. 26419
UHP Check Valve Replacement 1/8" Ball Cartridge,
48µL internal volume 30,000psi ea. 26420
Check Valve with 3/16" Ball Cartridge, 60µL internal
volume 15,000psi ea. 26421
Check Valve Replacement 3/16" Ball Cartridge, 60µL
internal volume 15,000psi ea. 26422

In-Line Check
Valves for HPLC  

25328 25336

HyperShear Static In-Line Mixers

Choose stainless steel or PEEK construction.

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA
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Also available in stainless steel. Air sampling canisters sold separately at www.restek.com

• Provide accurate integrated sampling
without a sampling pump.

• Siltek® treated components ensure accurate
sampling of active components.

• Excellent for sampling times from 0.5 hour
to 125 hours.

Also available in stainless steel. Air sampling canisters sold separately at www.restek.com

• Duplicate sampling with all size canisters using 1 or 2 flow
controllers.

• Precise dimensions (9.5" wide x 3.5" high) provide accurate
splitting of sample between two canisters.

• One-piece design means fewer leaks.
• Thick walled stainless steel tubing is rugged enough for 

field use.
• 1/4" compression connections.
Note: Do not use the DCSM as a handle to pick up 2 canisters!

SSttaaiinnlleessss  SStteeeell SSuullffiinneerrtt  TTrreeaatteedd
DDeessccrriippttiioonn ccaatt..## ccaatt..##
Dual Canister Sampling Manifold 24998 24999

Assembled sampler includes:

• Stainless steel tee with orifice.
• 11/2" vacuum gauge (–30" Hg to 0" Hg).
• 2 μm frit filter for insertion into 1/4" compression sample inlet.
• 1/4" port connector to canister valve.

Air sampling canisters sold separately at www.restek.com

This unique grab sampler is specifically designed for
soil gas sampling by allowing the connection of
tubing coming from the soil gas sample port. The
innovative design minimizes connections and leaks
and houses a critical orifice in the tee fitting. It also
incorporates a vacuum gauge and 2 μm frit filter.

Get Whole Air Sampling Without a Pump
Canister Passive Sampling Kits

• Use with 1, 3, or 6 L canisters, for qualitative
grab air sampling.

• Variety of orifice sizes, for fast sampling from 
5 to 60 minutes.

• 1/4" compression fitting connects directly to
canister valve inlet.

• Replaceable frit protects orifice and valve 
from particulates.

• Sample inlet design minimizes water entry
into sampling train.

• Individual replacement components available.

SSiilltteekk  TTrreeaatteedd SSttaaiinnlleessss  SStteeeell
SSaammpplliinngg  TTiimmee SSooiill  GGaass  SSaammpplleerr  KKiitt SSooiill  GGaass  SSaammpplleerr  KKiitt
ffoorr  66  LL  CCaanniisstteerr FFllooww OOrriiffiiccee  SSiizzee ccaatt..## ccaatt..##

20 min. 210 mL/min. 0.0065" 22935 22930
30 min. 150 mL/min. 0.0055" 22936 22931

1 hr. 80 mL/min. 0.0040" 22937 22932
4 hr. 19 mL/min. 0.0020" 22938 22933

10 hr. 6 mL/min. 0.0014" 22939 22934

Dual Canister Sampling
Manifold
Stainless Steel 
& Sulfinert® 
Treated

Soil Gas Sampler
Stainless Steel & Sulfinert® Treated

Integrated Sampling Kits

Grab Sampling Kits
SSiilltteekk  TTrreeaatteedd

CCaanniisstteerr  VVoolluummee//SSaammpplliinngg  TTiimmee  ((mmiinn..)) FFllooww OOrriiffiiccee SSaammpplliinngg  KKiittss
11  LLiitteerr 33  LLiitteerr 66  LLiitteerr ((mmLL//mmiinn..)) SSiizzee ccaatt..##

60 — — 15 0.0018" 26280
30 — — 20 0.0020" 26281
15 60 — 45 0.0030" 26282
— 30 60 80 0.0040" 26283
5 15 30 150 0.0055" 26284

— — 15 300 0.0080" 26285
— 5 — 390 0.0090" 26286
— — 5 >1,000 0.0130" 26287

CCaanniisstteerr  VVoolluummee//SSaammpplliinngg  TTiimmee FFllooww OOrriiffiiccee SSiilltteekk  TTrreeaatteedd
440000cccc 11  LLiitteerr 33  LLiitteerr 66  LLiitteerr 1155  LLiitteerr ((mmLL//mmiinn..)) SSiizzee SSaammpplliinngg  KKiittss
8 hour 24 hour 48 hour 125 hour — 0.5–2 0.0008” 24217
2 hour 4 hour 12 hour 24 hour 60 hour 2–4 0.0012” 24160
1 hour 2 hour 6 hour 12 hour 30 hour 4–8 0.0016” 24161

— 1 hour 4 hour 8 hour 20 hour 8–15 0.0020” 24162
— — 2 hour 3 hour 8 hour 15–30 0.0030” 24163
— — — 1.5 hour 4 hour 30–80 0.0060” 24164
— — — 0.5 hour 1 hour 80–340 0.0090” 22101
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Biodiesel Solutions

Biodiesel Calibration Standards
Determining Free and Total Glycerin in B100 Biodiesel Methyl Esters by GC

CCoommppoouunndd SSoollvveenntt CCoonncc.. ccaatt..##  ((eeaa..))

(s)-(-)-1,2,4-butanetriol pyridine 1,000 33024
(s)-(-)-1,2,4-butanetriol (5mL) pyridine 1,000 33032
diolein (1,3-di[cis-octadecenoyl]

glycerol) pyridine 5,000 33022
glycerin pyridine 500 33020
monolein (1-mono[cis-9-octadecenoyl]

-rac-glycerol) pyridine 5,000 33021

monopalmitin pyridine 5,000 33026
tricaprin 

(1,2,3-tricaprinoylglycerol) pyridine 8,000 33025
tricaprin (1,2,3-tricaprinoylglycerol)

(5mL) pyridine 8,000 33033
triolein (1,2,3-Tri[cis-octadecenoyl]

glycerol) pyridine 5,000 33023

CCoommppoouunndd SSoollvveenntt CCoonncc.. ccaatt..##  ((eeaa..))

Volume is 1mL/ampul unless otherwise noted.
Concentration is µg/mL unless otherwise noted.

Rtx®-Biodiesel TG Columns
Easy-to-use fused-silica columns meet 
ASTM and EN standard criteria.
• Linearity for all reference compounds exceeds method

requirements.
• Low column bleed at 380 °C.
• Alumaseal® connector provides leak-free connection;

guard column extends column life.

*Total column length = 16 meters.
**Connected with low-dead-volume MXT connector.

MXT®-Biodiesel TG Columns
Choose robust metal columns for reliable
stability up to 430 °C!
• Fast analysis times and sharp mono-, di-, and 

triglyceride peaks.
• Stable at 430 °C for reliable, consistent performance.
• Integra-Gap® built-in retention gap on 0.53 mm ID column

eliminates column coupling completely.

DDeessccrriippttiioonn tteemmpp..  lliimmiittss ccaatt..##
10m, 0.32mm ID, 0.10µm to 330/380°C 10292
10m, 0.32mm ID, 0.10µm
with 2m x 0.53mm ID Retention Gap to 330/380°C 10291
15m, 0.32mm ID, 0.10µm to 330/380°C 10294
15m, 0.32mm ID, 0.10µm
with 2m x 0.53mm ID Retention Gap to 330/380°C 10293

DDeessccrriippttiioonn tteemmpp..  lliimmiittss ccaatt..##
14m, 0.53mm ID, 0.16µm
with 2m Integra-Gap* -60 to 380/430°C 70289
10m, 0.32mm ID, 0.10µm -60 to 380/430°C 70292
10m, 0.32mm ID, 0.10µm
with 2m x 0.53mm Retention Gap** -60 to 380/430°C 70290
15m, 0.32mm ID, 0.10µm -60 to 380/430°C 70293
15m, 0.32mm ID, 0.10µm
with 2m x 0.53mm Retention Gap** -60 to 380/430°C 70291
2m x 0.53mm
MXT Biodiesel TG Retention Gap 70294

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA
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Before

After 16 hrs. at 200 °C

GC_PC1192

We offer a full line of fused silica and metal PLOT columns as well as particle
traps. For a complete list and specifications, visit www.restek.com/plot

Improve Accuracy and Reproducibility 
for CFC-Type Compounds

Rt®-Alumina BOND/CFC Column
• Fused silica PLOT column with highly selective alumina adsorbent.
• Improved inertness for chlorofluorocarbon (CFC)–type compounds.
• Separates most CFCs.
• High retention and capacity for CFCs.
• Reproducible results, even after exposure to elevated temperatures.

Turn to Restek for all of your PLOT columns!

Column remains inert for volatile 

CFC compounds—with no change in

peak shape or retention time—even

after 16 hours at 200 °C!

PPeeaakkss
1. Dichlorodifluoromethane
2. Chloromethane
3. Vinyl chloride
4. Trichlorofluoromethane
5. Chloroethane

Visit wwwwww..rreesstteekk..ccoomm for chromatogram conditions; just search for GC_PC1192.

Available Phases:

Rt®-Q-BOND 

Rt®-QS-BOND

Rt®-S-BOND 

Rt®-U-BOND 

Rt®-Msieve 5A 

Rt®-Alumina BOND/Na2SO4

Rt®-Alumina BOND/KCl

Rt®-Alumina BOND/CFC

MXT®-Alumina BOND/Na2SO4

MXT®-Q-BOND

MXT®-S-BOND

MXT®-Msieve 5A

IIDD ddff tteemmpp..  lliimmiittss 3300--MMeetteerr
0.53mm 10µm to 200°C 19763

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA
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GC Columns

MXT® Capillary Columns 
Ideal for High Temperature GC Analysis

Stainless steel MXT® columns are your best
choice for high temperature chromatography
or any other situation where the potential for
column breakage is too high to rely on fused
silica. For field instruments, process GCs, GCs
with small ovens, and more, reach for Restek
MXT® columns!

• Metal tubing won’t become brittle at high
temperatures (430 °C).*

• Exclusive Siltek® layer makes the internal
surface as inert as deactivated fused silica. 

• Can be tightly coiled well under 4.5" without
breaking, even under stress.

• Column efficiency (Trennzahl value) is similar
to that of fused silica.

Visit www.restek.com/mxt for a complete product listing of Restek MXT® columns 

and accessories as well as detailed technical specifications!

MXT® Columns Are Sized to Order!

For your convenience, not only are MXT®
columns available in the standard 4.5" coil
diameter, but they also are available in 3.5"
and 6" coil diameters. Whether you’re using
them in a process GC or a benchtop GC, our
MXT® columns will be a perfect fit.

Available Phases:

MXT®-1
MXT®-5
MXT®-20
MXT®-1301

MXT®-35
MXT®-50
MXT®-200
MXT®-1701

MXT®-65
MXT®-WAX
MXT®-65TG
MXT®-Biodiesel TG

MXT®-2887
MXT®-1HT SimDist
MXT®-1 SimDist
MXT®-500 SimDist

MXT®-502.2
MXT®-Volatiles
MXT®-624
Guard tubing

* Maximum temperature of finished column may vary by phase.

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA
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Eliminate Loss of Resolution 
and Retention Time Shifts 
Restek’s bonded Stabilwax® columns are manufactured under an optimized
process that results in stable selectivity at temperatures up to 260 °C with no
changes in retention time. They outperform any other wax column, even
those that claim to be rated for MS or high-temperature applications.

Stabilwax® Columns (fused silica)
(polar phase; Crossbond® Carbowax® polyethylene glycol)

Guaranteed column-to-column
reproducibility

IIDD ddff  tteemmpp..  lliimmiittss lleennggtthh ccaatt..  ##
0.25mm 0.25µm 40 to 250/260°C 30m 10623
0.32mm 0.25µm 40 to 250/260°C 30m 10624
0.32mm 0.50µm 40 to 250/260°C 30m 10639
0.32mm 1.00µm 40 to 240/260°C 30m 10654
0.53mm 1.00µm 40 to 240/260°C 30m 10655

H

H

C C O

H

H

Stabilwax®
Structure• Excellent inertness for active compounds.

• 260 °C maximum operating temperature.

Run High-Temperature 
Analyses of Polar and
Halogenated Compounds 
Because it is stable at high temperatures, the uniquely selective
fused silica Rtx®-200 column is ideal for a wide range of solvents
and halogenated compounds. Paired with an Rtx®-5 column, it
also makes an excellent confirmation column. For exceptional
thermal stability, low bleed, and superior inertness—even with
ECDs, NPDs, and MSDs—reach for midpolarity Rtx®-200 columns.

Rtx®-200 Columns (fused silica)
(midpolarity phase; Crossbond® trifluoropropylmethyl polysiloxane)

• Temperature range: –20 °C to 340 °C
• Equivalent to USP G6 phase
• Similar phases: DB-200, DB-210.

IIDD ddff tteemmpp..  lliimmiittss lleennggtthh ccaatt..  ##
0.25mm 0.25µm -20 to 320/340°C 30m 15023
0.25mm 0.50µm -20 to 310/330°C 30m 15038
0.32mm 0.25µm -20 to 320/340°C 30m 15024
0.32mm 1.00µm -20 to 290/310°C 30m 15054
0.53mm 0.25µm -20 to 310/330°C 30m 15025
0.53mm 1.00µm -20 to 290/310°C 30m 15055

Rtx®-200

Structure

CH3

CF3

C2H4

Si O

GC Columns
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Rtx®-CLPesticides Column Kits (0.25mm ID)
(Note: Columns are not preconnected in these kits.)

Rtx®-CLPesticides Column Kits (0.32mm ID)
(Note: Columns are not preconnected in these kits.)

Rtx®-CLPesticides Column Kits (0.53mm ID)
(Note: Columns are not preconnected in these kits.)

RRttxx--CCLLPPeessttiicciiddeess  KKiitt  ((00..3322mmmm  IIDD)) ccaatt..##  1111119966 ((kkiitt))
IInncclluuddeess:: ccaatt..##
30m, 0.32mm ID, 0.32µm Rtx-CLPesticides Column 11141
30m, 0.32mm ID, 0.25µm Rtx-CLPesticides2 Column 11324
Universal Angled “Y” Press-Tight Connector, Deactivated 20403-261
5m, 0.32mm ID Siltek Guard Column 10027

RRttxx--CCLLPPeessttiicciiddeess  KKiitt  ((00..5533mmmm  IIDD)) ccaatt..##  1111119977 ((kkiitt))
IInncclluuddeess:: ccaatt..##
30m, 0.53mm ID, 0.50µm Rtx-CLPesticides Column 11140
30m, 0.53mm ID, 0.42µm Rtx-CLPesticides2 Column 11340
Universal Angled “Y” Press-Tight Connector, Deactivated 20403-261
5m, 0.53mm ID IP Deactivated Guard Column 10045

Buy a Column Kit and Save!
Analytical columns, guard columns, and connectors are available
separately, but you can save big just by ordering one of our
recommended combinations packed in a convenient, pre-built kit!

Don’t forget your reference standards!
Add “-530” or “-535” to the catalog number of an Rtx®-CLPesticides
column kit and save even more on your order.

RRttxx--CCLLPPeessttiicciiddeess  KKiitt  ((00..2255mmmm  IIDD)) ccaatt..##  1111119999 ((kkiitt))
IInncclluuddeess:: ccaatt..##
30m, 0.25mm ID, 0.25µm Rtx-CLPesticides Column 11123
30m, 0.25mm ID, 0.20µm Rtx-CLPesticides2 Column 11323
Universal Angled “Y” Press-Tight Connector, Deactivated 20403-261
5m, 0.25mm ID Siltek Guard Column 10026
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7 Pesticide Methods on1Column Pair!
Analyze Pesticides, PCBs, and More 

on a Single Rtx®-CLPesticides Column Set

Get improved resolution, faster

analyses, and less downtime with 

an Rtx®-CLPesticides and 

Rtx®-CLPesticides2 column set for

multiple GC/ECD methods. Instead 

of changing columns between

methods, you can save time by using

the same column set to analyze:

• Chlorinated pesticides.

• PCBs.

• Herbicides.

• Haloacetic acids.

• Other halogenated compounds.

This specialized column set has a

unique selectivity and outperforms

other column sets offered specifically

for multiple GC/ECD methods!

For specifications and a
competitive column 
comparison, go to

www.restek.com/RtxCLP7 
DDeessccrriippttiioonn ssuuffffiixx  ##
Organochlorine Pesticide Mix AB #1 (cat.# 32291) -530
Organochlorine Pesticide Mix AB #2 (cat.# 32292) -535

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA



*0.8mm ID gold-plated inlet seal is similar to Agilent part #18740-20885.
Note: The 1.2mm inlet seal is recommended when installing 2 columns using a two-hole Vespel®/graphite ferrule.

SSiinnggllee--CCoolluummnn  IInnssttaallllaattiioonn
00..88mmmm IIDD  RReeppllaacceemmeenntt  IInnlleett  SSeeaall RReesstteekk  ccaatt..## 11sstt  1100--ppkk..  

22nndd  1100--ppkk..
SSppeecciiaall  PPrroommoo

Gold-Plated*, 2 x 10-pks. 21318-409B List Price FREE
Siltek Treated, 2 x 10-pks. 21320-409B List Price FREE
00..2255//00..3322mmmm  IIDD  DDuuaall--CCoolluummnn  IInnssttaallllaattiioonn
11..22mmmm IIDD  RReeppllaacceemmeenntt  IInnlleett  SSeeaall
Gold-Plated, 2 x 10-pks. 21306-409B List Price FREE
Siltek Treated, 2 x 10-pks. 21308-409B List Price FREE
00..88mmmm IIDD  CCrroossss--DDiisskk  IInnlleett  SSeeaall
Gold-Plated, 2 x 10-pks. 20476-409B List Price FREE
Siltek Treated, 2 x 10-pks. 20474-409B List Price FREE

Great
Deal!

00..88mmmm IIDD  DDuuaall  VVeessppeell  RRiinngg  IInnlleett  SSeeaall
RReesstteekk
ccaatt..## 11sstt  1100--ppkk..

22nndd  1100--ppkk..
SSppeecciiaall  PPrroommoo  

Gold-Plated, 2 x 10-pks. 21241-409B List Price FREE
Siltek Treated, 2 x 10-pks. 21243-409B List Price FREE
11..22mmmm IIDD  DDuuaall  VVeessppeell  RRiinngg  IInnlleett  SSeeaall
Gold-Plated, 2 x 10-pks. 21247-409B List Price FREE
Siltek Treated, 2 x 10-pks. 21249-409B List Price FREE
00..88mmmm IIDD  DDuuaall  VVeessppeell  RRiinngg  CCrroossss--DDiisskk  IInnlleett  SSeeaall
Gold-Plated, 2 x 10-pks. 22084-409B List Price FREE
Siltek Treated, 2 x 10-pks. 22086-409B List Price FREE

Dual Vespel® Ring Inlet Seals Washerless, leak-tight seals for Agilent GCs

Replacement Inlet Seals for Agilent GCs

Buy One 10-Pack of Inlet Seals 
and Get One 10-Pack FREE!

Simply place your order referencing the catalog number from the tables above. Offer ends August 31, 2011. Discount cannot
be combined with any other offers. Distributor participation may vary.

restek innovation!
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Restek IceBlue® Septa Usable to 250 °C inlet temperature.

BTO® Septa Usable to 400 °C inlet temperature.

Restek Thermolite® Septa Usable to 340 °C inlet temperature.

Super Septa!
•  Precision molded.

•  Preconditioned and ready to use.

•  Packaged in precleaned jars.

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA



Universal Press-Tight® Connectors
• Connect a guard column to an analytical column.
• Repair a broken column.
• Connect a column outlet to a transfer line.

13

GC Accessories

Restek
Electronic
Leak Detector

DDeessccrriippttiioonn 55--ppkk.. 2255--ppkk.. 110000--ppkk..
Universal Press-Tight Connectors 20400 20401 20402
Universal Press-Tight Connectors,
Deactivated 20429 20430
Universal Press-Tight Connectors, 
Siltek Treated 20480 20449

Universal “Y” Press-Tight® Connectors
An alternative method of performing dual-column confirmational analyses!
• Split sample flow onto two columns—perform confirmation

analysis with a single injection.
• Split a single column flow to two detectors.

DDeessccrriippttiioonn eeaa.. 33--ppkk..
Universal “Y” Press-Tight Connector 20405 20406
Universal “Y” Press-Tight Connector, Deactivated 20405-261 20406-261
Universal “Y” Press-Tight Connector, Siltek Treated 20485 20486

Get a Leak-Tight Seal Between 
Fused Silica Capillary Columns

Use a Press-Tight® Connector
• Deactivated Press-Tight® connectors maintain complete inertness for the

GC flow path.
• Siltek® treated connectors are ideal for organochlorine pesticides analysis.
• Fit column ODs from 0.33–0.74 mm (Restek 0.1 mm–0.53 mm ID).

Accurate Results Start with Reliable Equipment

Need a different type of connector? You’ll find it at www.restek.com

Restek 
ProFLOW 6000
Electronic
Flowmeter

20480

20400

20485

20405

Cat.# 22839 Cat.# 22656

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA



TM

True Blue Performance

• Increase accuracy and precision

• Lower detection limits

• Use wool with confidence

Exceptionally inert, Sky™ inlet liners with state-of-the-art

deactivation improve trace level analysis.

NEW!

www.restek.com/sky

14

Patent pending
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GC Accessories

Sky™ Inlet Liners for Agilent GCs
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SSpplliittlleessss  LLiinneerrss
ffoorr  AAggiilleenntt  GGCCss

IIDD
OODD  xx  LLeennggtthh SSiimmiillaarr  ttoo  AAggiilleenntt  ppaarrtt  ## eeaa..

ccaatt..##
55--ppkk.. 2255--ppkk..

SSkkyy  22mmmm  SSpplliittlleessss

2.0mm
6.5mm x 78.5mm

5181-8818 (ea.)
5183-4703 (5-pk.)

5183-4704 (25-pk.)

23313.1 23313.5 23313.25

SSkkyy  22mmmm  SSpplliittlleessss  ww//WWooooll

2.0mm
6.5mm x 78.5mm

23314.1 23314.5 23314.25

SSkkyy  22mmmm  SSiinnggllee  TTaappeerr//GGoooosseenneecckk

2.0mm
6.5mm x 78.5mm

23315.1 23315.5 23315.25

SSkkyy  22mmmm  SSiinnggllee  TTaappeerr//GGoooosseenneecckk  ww//WWooooll

2.0mm
6.5mm x 78.5mm

23316.1 23316.5 23316.25

SSkkyy  44mmmm  SSttrraaiigghhtt

4.0mm
6.3mm x 78.5mm

210-3003 (ea.)
210-3003-05 (5-pk.)

23301.1 23301.5 23301.25

SSkkyy  44mmmm  SSttrraaiigghhtt  ww//WWooooll

4.0mm
6.3mm x 78.5mm

19251-60540 (ea.)
5183-4691 (5-pk.)

5183-4692 (25-pk.)

23300.1 23300.5 23300.25

SSkkyy  44mmmm  SSiinnggllee  TTaappeerr//GGoooosseenneecckk

4.0mm
6.5mm x 78.5mm

5181-3316 (ea.)
5183-4695 (5-pk.)

5183-4696 (25-pk.)

23302.1 23302.5 23302.25

SSkkyy  44mmmm  SSiinnggllee  TTaappeerr//GGoooosseenneecckk  ww//WWooooll

4.0mm
6.5mm x 78.5mm

5062-3587 (ea.)
5183-4693 (5-pk.)

5183-4694 (25-pk.)

23303.1 23303.5 23303.25

SSkkyy  44mmmm  DDoouubbllee  TTaappeerr//GGoooosseenneecckk

4.0mm
6.5mm x 78.5mm

5181-3315 (ea.)
5183-4705 (5-pk.)

5183-4706 (25-pk.)

23308.1 23308.5 23308.25

SSkkyy  44mmmm  CCyycclloo  DDoouubbllee  TTaappeerr//GGoooosseenneecckk

4.0mm
6.5mm x 78.5mm

23310.1 23310.5 23310.25

SSpplliitt  LLiinneerrss
ffoorr  AAggiilleenntt  GGCCss

IIDD
OODD  xx  LLeennggtthh SSiimmiillaarr  ttoo  AAggiilleenntt  ppaarrtt  ## eeaa..

ccaatt..##
55--ppkk.. 2255--ppkk..

SSkkyy  44mmmm  SSttrraaiigghhtt  ww//WWooooll

4.0mm
6.3mm x 78.5mm

19251-60540 (ea.)
5183-4691 (5-pk.)

5183-4692 (25-pk.)

23304.1 23304.5 23304.25

SSkkyy  44mmmm  PPrreecciissiioonn  LLiinneerr  ww//WWooooll

4.0mm
6.3mm x 78.5mm

210-4004-5 (5-pk.)
23305.1 23305.5 23305.25

SSkkyy  44mmmm  CCyycclloosspplliitttteerr

4.0mm
6.3mm x 78.5mm

23312.1 23312.5 23312.25

SSpplliitt//SSpplliittlleessss  LLiinneerrss
ffoorr  AAggiilleenntt  GGCCss

IIDD
OODD  xx  LLeennggtthh eeaa..

ccaatt..##
55--ppkk..

SSkkyy  LLooww  PPrreessssuurree  DDrroopp  LLiinneerr  ww//WWooooll

4.0mm
6.3mm x 78.5mm

23309.1 23309.5

DDiirreecctt  IInnjjeeccttiioonn  LLiinneerrss  ffoorr  AAggiilleenntt  GGCCss
((ffoorr  00..2255//00..3322//00..5533mmmm  IIDD  CCoolluummnnss))

IIDD
OODD  xx  LLeennggtthh SSiimmiillaarr  ttoo  AAggiilleenntt  ppaarrtt  ## eeaa..

ccaatt..##
55--ppkk.. 2255--ppkk..

SSkkyy  DDrriilllleedd  UUnniilliinneerr  ((hhoollee  nneeaarr  bboottttoomm))

4.0mm
6.3mm x 78.5mm

G1544-80730 (ea.)
23306.1 23306.5

SSkkyy  DDrriilllleedd  UUnniilliinneerr  ((hhoollee  nneeaarr  bboottttoomm))  ww//WWooooll

4.0mm
6.3mm x 78.5mm

23307.1 23307.5

SSkkyy  DDrriilllleedd  UUnniilliinneerr  ((hhoollee  nneeaarr  ttoopp))

4.0mm
6.3mm x 78.5mm

23311.1 23311.5 23311.25

Visit www.restek.com/sky for a full product listing of Sky™ Inlet Liners.

Sky™ Inlet Liners are also available for PPeerrkkiinnEEllmmeerr,,  SShhiimmaaddzzuu,,  TThheerrmmoo  SScciieennttiiffiicc,,  and VVaarriiaann GCs.

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA
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Time-Saving MegaMix®

Environmental Reference Mixes

www.restek.com/megamix

Free datapacks
available online!
www.restek.com/documents

• Largest number of target analytes in one mix.

• Formulated for maximum stability.

• Available for a wide variety of methods.

Website : www.chromtech.net.au  E-mail : info@chromtech.net.au  TelNo : 03 9762 2034 . . . in AUSTRALIA
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